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Accident Reporting

Subcontractors must notify the ABC Company representative of all job site accidents or incidents involving the following:

· OSHA recordable accidents

· Vehicle accidents 

· Incidents involving equipment damage

· Spills of hazardous materials

· Fires

· Near misses that had the potential to cause injuries or property damage.

Notification, either in person or by telephone or radio, must be made as soon as possible and, without exception, prior to the end of the workday.  ABC Company reserves the right conduct an investigation of the accident or incident.  Procedures may include shutting down or barricading a worksite to preserve evidence; interviewing witnesses; and impounding tools, equipment, or materials. 
Enforcement
The ABC Company project superintendent or his/her designated assistant(s) have full authority to enforce the job site safety policies.   Observed safety violations will be referred to the subcontractor crew foreman for immediate correction.  Repeated safety violations may lead to the removal of the subcontractor’s employee or the entire crew from the job site.  Certain violations, such as fighting or use of illegal substances, are considered intolerable, and will result in immediate dismissal.

General Job Safety
· Anyone under the influence of drugs or intoxicating substances shall be immediately removed from the job site.
· No one shall be permitted or required to work while the person's ability or alertness is impaired by fatigue, illness, or other conditions that expose the employee or others to injury. 
· Horseplay, scuffling, fighting, or possession of illegal drugs, alcohol, firearms, or explosives is prohibited.
· Eating, drinking, and smoking are permitted only in designated areas.
· Report any hazardous conditions immediately to the ABC Company representative.
· Do not block or obstruct aisles, doors, stairways, fire extinguishers, or emergency exits.
· Protective safety equipment must be inspected regularly.
· Do not handle or tamper with electrical equipment, machinery, air/water lines, or chemicals if it is not within the scope of your duties.
· Machinery shall not be serviced, repaired or adjusted while in operation.  Where appropriate, lockout procedures shall be used or plugs disconnected.
· Do not throw anything from heights.

Backhoes

· Backhoes must not be left unattended with the engine running.
· Attachments must be lowered to the ground when the equipment is not in use.
· When in operation, only the operator is permitted on the machine.
· When operating on a slope, use caution when swinging the bucket downhill.  Dump to the uphill side.
· Be sure outriggers are properly set before operating.
· Carry the loader bucket low at all times, especially when working on a hillside or backing up an incline.
· Operators must never allow anyone to work under the raised bucket.
· Keep backhoes away from trenches or excavations.
· Operators must stay at least 12 feet away from overhead power lines.
· Be sure all people are clear of the machine before lowering stabilizers or moving the boom.
· Drivers must use swing and boom locking pins when transporting backhoes. 
· Backhoes must only be driven at speeds slow enough to ensure safety, especially over rough ground.
Barriers and Warning Signs
· Barriers must be placed around safety hazards such as open excavations or areas where heavy equipment is in use.  Barriers must be sturdy and obvious to site workers and the general public.
· Warning signs must be placed on or near safety hazards.  “Danger” signs must be used wherever an imminent hazard is present.  “Caution” signs must be used wherever potentially unsafe conditions exist. 
· Safety instruction signs must be used wherever additional safety instructions regarding hazards are appropriate.  
Boom Trucks
· Boom truck operators must have a written permit from the project superintendent before beginning any on site operations.

· Boom trucks must be parked in a stable, level area with the electric parking brake set and tires chocked.

· Always use outriggers and adjust for irregularities.  Be sure that outriggers are up before moving truck to another angle or before leaving job site.

· Use "Men Working" signs and cones when working.

· Keep all equipment at least 12 feet away from power lines.

· Clear area of all unauthorized persons prior to beginning load handling operation.

· Use a tag line to control load.  Do not stand or work under the boom.
· Loads suspended from cranes, loaders or booms must be secured with guy ropes and an assistant assigned to tend ropes during movement.

· Only one person may direct boom operators with voice or hand signals.
Chemicals
· All chemicals brought on site must have a corresponding Material Safety Data Sheet (MSDS).

· Chemicals must be kept in properly labeled containers.  Do not use chemicals from unlabeled containers and unmarked cylinders.  

· Chemicals must not be transferred into food or beverage containers.

· Foremen will ensure that secondary containers are labeled as to contents and hazards.  
· All chemical containers must be rinsed at least three times with water before being placed in the trash.
· Chemical containers labeled “Oxidizer” must not be stored with containers labeled “Corrosive” or “Caustic.”
· Smoking while handling chemicals labeled “Flammable” is prohibited.

· Chemicals labeled “Flammable” may not be stored near sources of ignition such as portable heaters.
· Do not handle or fill any chemical container if it is cracked or leaking.

Compressed Gas Cylinders
· Gas cylinders must be secured upright in carts, or secured by chain, rack, bracket, or other means to prevent falling.
· Do not use compressed air to clean up or move combustible dust; the dust could be suspended in air and cause a fire or explosion hazard.
· Ensure all cylinders are legibly marked and identify the gas contained.

· Valves must be closed when cylinders are not in use and valve protectors must be used when cylinders are not connected.
· Gas cylinders must be transported on carts designed for that purpose with safety caps on tight.  
· Store compressed gas cylinders in a safe place with good ventilation. 
·  Do not store full and empty cylinders together.  Clearly identify and isolate full and empty cylinders.
· Do not store cylinders in direct sunlight or near sources of heat.
· Oxygen cylinders will not be stored indoors within 20 feet of cylinders containing flammable gases (such as hydrogen) or highly combustible materials unless separated by a fire‑resistant partition with a minimum of a one‑half hour rating.
Confined Spaces
· No employee is allowed to enter a confined space on this job site.  
Electrical Powered Tools 
· Cords that have splices, exposed wires, cracked or frayed ends, or altered ground prongs are not allowed on site. 
· Cheater plugs that eliminate the ground are not allowed on site.
· Do not plug multiple electrical cords into a single outlet.  Multiple plug adapters are prohibited.
· Do not use electrical tools while working on a metal ladder unless the ladder has rubber feet.
· Portable electrical tools and equipment must be grounded or have double insulation.
· Extension cords must have a grounding conductor. 

· Do not string extension cords together.

· Use only hard duty (orange or yellow) extension cords when working outside.
· Keep working surfaces dry when working with or near electrical equipment.

· Keep your hands and feet dry.  Never hold an energized electric appliance with wet hands or when wearing wet shoes.

· Disconnect electric service (and any power cord) before servicing or opening electrically powered equipment or appliances.

Electrical Safety
· Workers must assume all electrical gear is “hot” unless they have personally seen the source of power shut off and locked out.

· Ground-fault circuit interrupters must be installed on each temporary 15 or 20-ampere, 120-volt AC circuit.

· Electrical equipment shall not be operated within 12 feet any power line.

· Electricians should de-activate power sources whenever possible before performing electrical work.

· Bypass interlocks only when a test procedure makes it absolutely necessary.

· Electricians must de-energize high voltage equipment when they leave the work area.  All items that can retain a charge must be grounded.

· Electricians must post warnings, signs, and tags in areas where high voltage testing is in process.

Elevated Work Areas

· Tools and materials must not be left unsecured in any elevated place.  
· The area beneath overhead operations should be roped off and marked with warning signs.  
· Toe boards are required on any elevated work area.

Environmental Spill
If a chemical spill occurs:
· Report the spill immediately to a supervisor, who will alert a clean up crew.  
· If the spill creates immediate danger to life or health (e.g., cloud, fire, etc) sound an alarm to vacate the area, call 911 and follow the emergency contingency plan. 
· If you call 911 stay on the phone and report the exact location and type of leak if known. Station someone outside to direct emergency help to the right location.
Stop the leak or spill if you can without risk:
· Tip or roll the container, if possible, to reduce the leak.
· Stop the liquid from spreading or reaching a sewer or storm drain. Use an oil absorber or other appropriate absorbing or containing material.
· Do not touch or walk on spilled materials.
· Keep combustibles (wood, paper, oil) away from spilled materials.
· Turn off all electrical equipment in the spill area.
Equipment/Machinery/Tools
· Guards must remain in place on all machinery.
· Never operate defective machinery.  Tag it as defective and remove it from the work site. 

· Turn off machinery not in use.
· Never perform maintenance on machinery until it has been properly locked and tagged out or unplugged.

· Only employees with the proper certification can operate powder-actuated tools.
Excavations and Trenches
· The designated competent person shall have complete authority to direct work activities in or near excavations and trenches.

· NEVER enter any excavation or trench that is 5 feet deep or more unless it is properly shored or sloped and the competent person has deemed it safe.  Differing sites or soils may require shoring at lesser depths so never enter any excavation unless you have checked first with the competent person.

· NO ONE has the authority to require or permit any worker to enter any excavation/trench, which has not been properly shored, sloped or shielded.

· EVERY trench or excavation must be inspected by the competent person at the beginning of each shift and following any ground shifting event; i.e., earthquake, rainstorm, freeze, thaw, etc.

· All spoils as well as any other objects must be kept at least 3 feet from the edge of the excavation/trench.

· Trenches 4 feet or more deep must have a ladder or other means of access/exit within 25 feet of all workers.

· Do not climb on trench shoring or bracing.

· All trenches that are wider than 30 inches and deeper than 6 feet must have a walkway or bridge with standard guardrails.  Do not jump over trenches.

· Position cranes, backhoes, trucks and other large equipment away from the edge of excavations/trenches to minimize pressure on the side-walls.

· Visually inspect all excavations/trenches before back-filling to make sure it is safe to do so.

· Do not operate heavy equipment above slopes, cuts, banks and cliffs when people are working below.

Eye & Face Protection
· Eye protection must be worn  when exposed to:

· Liquid chemicals, gases and vapors
· Flying particles and fragments 
· High dust areas, paint spraying, grinding, sanding, metal work and small particles from woodworking
· Heat from welding, cutting, intense infrared and ultraviolet light, electrical arching and sparks

Fall Protection

· Fall protection is required:

· on structures where a worker could fall more than 7 feet 

· on thrust-outs, trusses, beams, purlins, and plates at heights over 15 feet 

· on sloped roofs 
· Whenever feasible, subcontractors should set up temporary floors, guardrails, toeboards, or other physical barriers to prevent falls, instead of having workers rely on tying off and nets for fall protection. When not feasible, approved personal fall protection systems must be used. No work shall proceed unless the necessary fall protection is in place. 
· Two basic types of person fall protection systems that require tie off are fall arrest and travel restraint. Fall arrest systems stop a fall within a few feet of the worker’s original position. A full body harness is required with a fall arrest system. The system typically consists of a full body harness, a lanyard, a rope grab, a lifeline, and a lifeline anchor. A fall arrest system must be worn when working on a rolling scaffold that is being moved or when a worker is getting on, working from, or getting off suspended access equipment.
· A travel restraint system prevents falls by restraining a worker from getting too close to an unprotected edge. This system usually consists of a safety belt or full body harness, a lanyard, a rope grab, a lifeline, and a lifeline anchor.
· When conventional fall protection or personal fall protection are not practical, safety nets must be used instead.  The nets must be hung with enough clearance to prevent a falling person from hitting the surface or structure below.
· Safety nets should be placed within 10 vertical feet and never more than 30 feet below the working surface. Nets must extend at least eight feet beyond the building or structure. If the vertical distance from the working level to the net is greater than 5 feet, then the net must extend 10 feet beyond the building. A net from 10 feet to 30 feet below the working surface must extend 13 feet.
· Any type of fall protection equipment, including personal fall protection or safety nets, brought on the job site must be the right equipment for the job, labeled as meeting the requirements of the American National Standards Institute (ANSI), and in good condition.

Fire Extinguishers
· Fire extinguishers suitable for the types of materials in the work area must be provided.  Not all types of extinguishers can be used on electrical or flammable liquid fires.  Be sure to read the labels on extinguishers and know what type of fire they are to extinguish:

Class A – Ordinary combustible material fires
Class B – Flammable liquid, gas or grease fires
Class C – Energized-electrical equipment fires

· Fire extinguishers must be mounted in convenient locations that are easily accessible and visible.

· Fire extinguishers must be mounted within 75 feet of outside areas containing flammable liquids, and within 10 feet of any inside storage area for such materials.
· Fire extinguishers must be visually checked monthly to ensure that they are fully charged and operable.  Documented maintenance inspections must be completed annually.
· Whenever an extinguisher is removed from service to be checked or repaired, a replacement fire extinguisher must be provided. 

Fire Fighting

· NEVER USE WATER TO EXTINGUISH FIRES ON ELECTRICAL EQUIPMENT, GASOLINE, OIL, OR GREASE.
· Use a suitable extinguisher if the fire is small and an exit is readily available. 
· Remember PASS:

P ull the pin to unlock the operating lever.

A im low, pointing the nozzle or hose at the base of the fire.

S queeze the handle to release the extinguishing agent.

S weep from side to side until the flames are out.

· After extinguishing, a fire watch should be maintained for approx. 30 minutes in case of re-ignition.

· If the fire cannot be put out with an extinguisher, notify others within the immediate area and evacuate the area immediately.  

· Contact the fire department by calling 911 from an area outside the fire zone.

Fire Prevention 

· Combustible scrap, debris, and waste materials (oily rags, paper, wood shavings etc.) must be cleaned up and placed in covered metal containers.

· Keep all work areas, particularly around electrical machinery, clear of litter.

· Immediately clean up spilled oil or solvents.

· Never use compressed air around open flames, fuels, oil, or grease.

· Flammable liquids, gases, or dusts must not be used near open flames, sparks, incandescent surfaces, or other sources of ignition.

· All electrical circuits must be protected by the correct capacity fuse or circuit breaker.

· Unplug electrical equipment at the end of the workday.  
· Stored materials must be compatible.  Compatible means they don’t react violently on contact, such as oxygen and grease.  They should also be readily accessible and secured so they aren’t accidentally knocked over.

· Always take precautions to prevent fires particularly from oily waste, rags, gasoline, flammable liquids, acetylene torches, improperly installed electrical equipment and trash.
· Never use gasoline or flammable solvents for cleaning purposes.
· Smoking is prohibited within 20 feet of flammable substances.

Flagging

· Flaggers must be clearly visible to approaching traffic from at least 500 feet away.

· Flaggers should stand in a conspicuous place and stay visible to other vehicles approaching after first vehicle has stopped.  Flagger should never turn their backs to traffic.
· Choose flagging positions that provide the greatest color contrast between the flagger and the background.

· Flagging from inside a vehicle is prohibited.

· Flaggers should keep their mind on the job, not watch the work in progress or engage in unnecessary conservation with workers, pedestrians, or motorists.

· Flaggers must not leave their position until relieved by another qualified flagger.

· "Flagger ahead" and "prepare to stop" signs must be covered, turned, or removed when flaggers are no longer on duty.

· Rotate flaggers as needed to maintain alertness.

Flammable and Combustible Materials/Liquids
· Keep flammable and combustible materials or liquids to a minimum.  Bring on site only enough to complete the day’s work.

· Combustible scrap, debris and waste materials (oily rags, etc.) must be stored in covered metal receptacles and removed from the worksite daily

· Flammable liquids must be stored in approved, self-closing, non-combustible, metal containers.  Such containers must be labeled with the word “FLAMMABLE” in large letters.
· Storage in excess of 25 gallons of flammable liquids or 60 gallons of Class III combustible liquids must be within cabinets complying with the requirements of NFPA 30.  
· Flammable liquids may be used only in areas where there are no flames or other sources of ignition.
· Do not drag containers labeled “Flammable.”

Floor & Wall Openings
· Floor openings must be guarded by a cover, guardrail or equivalent on all sides (except at entrance to stairways or ladders).
· Toeboards must be installed around edges of floor openings or elevated walkways where persons may pass below the opening.
· Surfaces elevated more than 30 inches should be provided with standard guardrails.
Forklifts/Industrial Trucks

· Power truck and forklifts must have warning devices to signal backing.

· Operators must face in the direction of travel.  

· Employees other than the operator shall not on equipment.

· The equipment brakes shall be set, the load lowered and the power shut off while the lift or truck is parked or on an elevator.

· When leaving equipment unattended, the operator shall shut off the power, set the brakes, lower the hoisting platform, and remove the keys.

· Equipment will be parked only in designated locations.

· Drivers shall slow down and sound the horn intersections or locations where traffic or pedestrians may pass or vision is obstructed.

· The fork shall always be carried as low as possible, consistent with safe operations and without obstructing the vision of the operator.

· Trucks shall not be loaded in excess of their rated capacity.

· A loaded vehicle shall not be moved until the load is safe and secure.

· Operators will use seat belts and other safety features of the vehicle.
Front End Loader

· Loaders must be parked with the bucket down.
· Operators must shut off the motor and set the handbrake before leaving the cab.

· Operators must not allow anyone to stand on the steps, ride in the bucket, or on any other part not intended for passenger use.
· Loaded bucket will be carried close to the ground.
· Controls must not be operated from any other position other than the cab.
· Loaders must be locked when parking unattended or for the night.

· Do not swing the bucket over ground crew or truck cab.

· Build a berm prior to dumping over banks.

Fuel Safety 
· Only use labeled, metal containers that are specifically designed to hold fuel.

· Place the container on the ground before filling it.  Do not fill fuel containers in the back of a truck.

· Make sure the fuel nozzle touches the container or fuel filler neck during filling.  This disperses static electricity that normally accumulates during filling.
· Do not overfill, which allows insufficient room for gasoline to expand and may cause dangerous spills.  Fill containers and tanks to no more than 95% capacity.
Hoists
· Overhead hoists must have a limit device to stop the hook travel at its highest and lowest point of safe travel.
· Each hoist must automatically stop and hold any load up to 125 percent of its rated load, if its actuating force is removed.
· The rated load of each hoist must be legibly marked and visible to the operator.
· The controls of hoists must be plainly marked to indicate the direction of travel or motion.
· All hoist chains or ropes must be long enough to handle the full range of movement for the application while still maintaining two full wraps on the drum at all times. 
· Nip points or contact points between hoist ropes and sheaves must be guarded if they are located within seven feet of the floor, ground or working platform.
· Do not use chains or rope slings that are chinked or twisted.
· Do not use the hoist rope or chain wrapped as a sling.
· Do not hoist or carry loads over people.
· Tag lines must be attached to all hoisted loads.
Housekeeping
· Keep work areas free of debris, waste, and combustible materials. Scrap is to be removed and deposited in proper waste containers at least daily. 
· Crating materials, banding straps, etc., must be disposed of to prevent tripping hazards, cuts, etc.

· Keep all material piled and stored neatly.  Nails, bolts, nuts, etc. should be kept in their containers.
· Work areas are to be kept clean and orderly.  Tools, wires, supplies, materials and loose objects are not to be left in disorder during the work day, at the conclusion of the work day, or at the end of the project.
· Keep materials and equipment out of aisles, passageways, and off stairways.
· Keep floors dry; avoid spilling liquids; wipe up all spills immediately.
· Spilled liquids or other materials must be cleaned up immediately.
· Sharp protruding nails and wire must be removed or bent.

Ladders
· Use the proper ladder for the job.  Do not use “A” frame ladders as straight ladders.  Make sure the ladder is tall enough to reach the work area.  Do not use metal ladders for electrical work.
· Damaged ladders will be removed from the work site.

· Do not place ladders in passageways, doorways, or any location where they might be hit or jarred, unless protected by barricades or guards.
· Ladders should only be placed on hard level surfaces.  Make sure the ladder feet are not placed on sandy, slippery, or sloping surfaces.  Clean or sweep the area where the ladder feet will be and make sure the rubber feet are in good shape.
· Arrange your work so you are able to face the ladder and use both hands while climbing.  Do not carry tools or equipment while climbing a ladder.  Climb the ladder, then hoist the tools or equipment with a line or a hoisting device.
· Barrels, boxes, chairs, crates, etc. shall not be used in place of ladders, portable steps or working platforms.  Only construction grade ladders of the proper length and weight capacity are allowed on site.

· Secure portable ladders in place and at a pitch so the distance from the wall to the base of the ladder is at least 1 foot for every 4 feet of ladder height.
· Straight ladders shall be tied off at the top of the ladder to prevent slipping.
· Do not stand on or work on or above the third rung from the top.  
· Workers must not attempt to move ladders while they are on them.
· Extension ladders shall extend at least 36" above the level being accessed.
· Step ladders are not to be used as straight ladders.
· Only one person at a time are allowed on ladders.

Lockout/Tagout
· Only workers trained in lockout/tagout procedures are authorized to clean, repair, service or adjust machinery or equipment covered under a lockout program.  
· Follow lockout/tagout procedures whenever required. NEVER REMOVE A LOCK OR TAG, OR OPERATE SWITCHES THAT ARE LOCKED OR TAGGED.
Nail Guns

· Do not use nail guns unless you are trained to do so.

· Inspect tools before connecting them to the air supply.  Be sure the safety mechanism is operating correctly.

	· Check correct air supply and pressure before connecting a tool. 

· Check that the tool is correctly and securely connected to the air supply hose. 

· Tighten screws and cylinder caps. 

· ALWAYS HANDLE A TOOL AS IF IT LOADED.  DO NOT POINT THE TOOL TOWARD YOURSELF OR ANYONE ELSE WHETHER IT CONTAINS FASTENERS OR NOT. 

 
	


· Disconnect a tool from air supply when the tool is unattended and during cleaning or adjustment. Before clearing a blockage, depressing the trigger to remove all air from the tool. 

	· Do not operate at a pressure above the manufacturers' rating. 

· Do not depress the trigger unless the nose piece of tool is directed onto a safe work surface. 

· Do not carry a tool with the trigger depressed. 

· Do not load a tool with fasteners while the trigger is depressed. 

Painting

· Painters must work in a well-ventilated area. Open doors and windows or use exhaust fans. 
· Painters will wear approved respirators is they cannot ventilate the area well enough to get rid of fumes.
· Workers will wear safety goggles, gloves, and a respirator when using chemical strippers, caustic cleaning compounds, or strong solvents.
· Do not use or store paint products near a flame or heat source. Do not smoke while painting or using thinner.
· Clean up promptly after painting, and properly dispose of soiled rags. 

· Painters must never point the spray tip of an airless sprayer at any person or toward any part of their body.

· Do not operate sprayers without the tip guard in place.
· Do not spray in the vicinity of open flame, pilot lights, electrical outlets, or any other source of ignition.

· Do not spray volatile materials with flash points lower than 140° f 60° c. 

· Painters must shut off unattended spray units, with pressure relieved, and the trigger lock set.

· Spraying outside is not allowed on very windy days.




Material Handling/Storage 
· All materials must be properly stacked and secured by blocking, banding or other means to prevent rolling, tipping, sliding, falling or collapse.
· Stored materials must be accessible from at least two sides.

· Do not store materials near flammable substances or other sources of ignition.

· Before releasing the bands on a loaded truck, be certain that the load will not shift when released. 
· Do not lift heavy loads over areas where employees are working or equipment is parked.
· Use tag lines to control heavy loads that are swinging from a boom, crane or other type of material handling equipment.
· When working near others, let them know before you drop a load.
· Material must not be thrown from elevated places to floor or ground levels.  Suitable lowering equipment or chutes must be used.

Pedestrians

· Use walkways and sidewalks where provided.
· Do not walk in front or behind any vehicle that is maneuvering to pick up or lower a load.
· Do not walk behind a vehicle attempting to back up.  The driver may not see you.
· Do not walk near the back of a forklift. It may swing in your direction before you can get out of its way. Stay out of any situation that could pin you between a vehicle and a stationary object.
· Do not stop to talk to another person while you are in a vehicle roadway. Step to the side to prevent vehicles from having to maneuver around you.
· Walk around areas where overhead work is in progress or areas, which have been barricaded.
· Be alert to traffic conditions around you.
Personal Protective Equipment

· Hard hats are required on the job site.

· No soft shoes (jogging, tennis, loafers) are permitted on site.  Workers must wear sturdy boots or shoes with puncture resistant soles.

· All workers will wear shirts (buttoned) at all times.
· All employees will wear full-length trousers, preferably heavy-duty denim.
· No extremely long hairstyles shall be permitted on the job site unless properly secured to prevent entanglement in machinery and equipment.
· Safety glasses shall be worn when the worker is exposed to operations that pose potential eye injury such as chipping, grinding, hammering, or using compressed air.
· Respirators shall be used where chemical fumes or spray may be present, such as during spray painting.
Power Saws
· Workers will wear safety glasses whenever operating a power saw.
· Power saws with broken, altered, or missing guards and anti-kickback devices are not allowed on the work site.  
· Power saws must be firmly mounted on a work bench or table.  Workers must not use power saws “free hand”.

Scaffolds

· Scaffolding equipment must be properly assembled and installed by a competent person, and inspected by a competent person before each shift.  No employee will tamper with or move any scaffold component including planks, poles, legs, and rails.
· Scaffolds must be at least 12 feet away from power lines.  Foremen will be alert to keep long handled tools away from power lines.
· Scaffolds may only be climbed from designated points or on properly installed ladders.  Employees must not climb the cross braces for access to the scaffold.  

· Personal fall protection must be provided if the scaffold is over 10 feet high. 

· Scaffold working platforms must be planked all the way across and have guardrails in place.

· Unsafe scaffolds must be tagged "Out of Service" and other means taken to ensure workers will not climb on them. 
· Workers must not walk or work beneath a scaffold unless a wire mesh has been installed between the midrail and the toeboard or planking. 
· Workers are prohibited from jumping from, to, or between scaffolding. 
· Nothing may be thrown from scaffolds with proper equipment or chutes. 
· Using planks to jerry-rig bridges between scaffolds or from the scaffold to the structure is prohibited. 
· Keep tools and materials away from edges so they don’t drop on workers below.
· Do not keep more material than needed on a scaffold and don’t allow debris to accumulate.  Distribute loads evenly over the planks.

· Workers are not allowed on scaffolds during storms, or in high winds; or when scaffolds are covered with ice or snow.
· Employees may not remain on mobile scaffolding while it is being moved.
· Wheels on rolling scaffolds must be locked before workers may climb on them.

Solvents

· Keep solvent use and storage to a minimum.

· Solvents must be stored in sturdy containers and kept sealed when not in use. 

· Many solvent vapors are highly flammable and can create an atmosphere in which a fire can start.  At all times:

· Keep the volume of flammable in the workplace solvents to a minimum 

· Prevent spills and leaks and clean them up immediately
· Eliminate ignition sources such as bare light bulbs, electrical equipment, static electricity hazards, pilot lights, hot surfaces, and mechanical friction

· Turn off gas pilot lights and do not restart them until the room is free of fumes.

· Reduce the vapor concentration by ventilation or extraction systems. 

Vehicle Operation
· Only properly maintained and operating vehicles and equipment are allowed on site.  Brakes, lights, horn, tires, steering, windshield wipers, alarms etc. must function properly. 
· Employees working in or adjoining areas with vehicular traffic are required to wear bright/reflective clothing (shirts, vests, or jackets).
· Operators must use seat belts and any other safety equipment.

· Travel the most direct and safest route; observe all traffic laws.
· Pedestrians always have the right-of-way.  Always assume that pedestrians cannot see you.

· Observe posted speed limits and do not travel faster than is safe for conditions. 

· Report all motor vehicle accidents to the ABC Company representative.
· Do not leave the scene of an accident in which you are involved, unless injured, without reporting to a supervisor.  

· Make sure loads on trucks are securely tied down and properly marked.
· Equipment must be parked with the blades, forks or buckets on the ground or firm support, or blocked against movement.

· Booms on parked equipment must be secured.
· Vehicles should be carefully loaded to prevent loss, damage, or injury from falling objects.  Any object that may fall off must be packed, tied, or otherwise secured.
Welding and Cutting
· Welding equipment must be in installed properly, grounded and in good working condition.
· Welders must suitable protective clothing and proper eye protection when welding, brazing, soldering or flame cutting. 
· Welding areas will be kept clean and free of debris.  No flammable, volatile, or explosive materials are allowed in or near the work area.
· Weld screens must be used in areas where other workers are close by, or in areas where combustible materials cannot be moved to a safe distance.

· Do not weld on containers that have held combustibles or flammable materials.
· Keep leads orderly and out of walkways.  Suspend them whenever possible.
· DO NOT WELD if leads or machine are in or near water.
· A portable fire extinguisher must be immediately accessible in weld areas.

· Do not perform any hot work or other spark producing operations within 50 feet of containers labeled “Flammable” or “Combustible.”
I am an authorized representative of my company and have read the safety policies contained in this document.  I agree to ensure that my company’s employees and subcontractors adhere to the rules and policies while they are on a ABC Company job site.

________________________________


___________________________

Name of subcontractor




Date

_______________________________

Company name
XL Insurance • Risk Control Division • 520 Eagleview Boulevard, PO Box 636, Exton, PA 19341 • Phone: 800-327-1414 • Fax: 610-458-7285 • xlinsurance.com/environmental
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